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LOCK OPTIONS

of the access panel within the ceiling 
system.  For panels greater than 600 
x 600mm it is advisable to request the 
�tting of safety chains.

Description
The access panel is inserted directly into 
a pre-cut hole in the ceiling membrane 
prior to wet �nishes being applied, and is 
�xed into position using the frame clamps 
provided.  Supplied with a beaded frame 
to allow for tape and feather skimming on 
site.  The fully removable door tray comes 
pre-boarded with a beaded surround.  

Construction
Constructed from 1.2mm and 1mm thick 
Zintec Steel, with a polyester powder 
coating of matt white Ral 9010, 20% 
Gloss (other colours available upon 
request).  The panels are also available in 
Stainless Steel for use in corrosive areas 
(quote using product code and ref SS).  
The removable �ush metal door is �tted 
with a sliding pin hinge and is secured 
using a standard budget lock.  

Dimensions
Panel sizes are governed by the actual 
grid size of the Armstrong Drywall System, 
and increase in increments of 150mm 
from a nominal minimum size of 450 x 
450mm, up to a maximum size of 1200 x 
1200mm nominal.  When specifying the 
size required, please state the actual size 
of grid around the access panel opening  
e.g.  450 x 450mm, 600 x 450mm, 600 x 
600mm, 1200 x 600mm etc.

Fitting
The access panel will require independent 
bracing and support which is suf�cient 
to secure and also allow safe opening 

CEILING

Ceiling access panels speci�cally designed to �t into 
the structural membrane of a �re rated Armstrong 
Drywall Grid System.  
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450, 600 or 1200mm cts of Armstrong main runner/cross tee drywall system
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6mm flat head bolt & washer securing 
panel frame to ceiling runner/tee through 
slotted hole within side of frame. 

25mm wide beaded frame
taped & feather skimmed

on site by others


